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Behavioral ObjectivesBehavioral Objectives

At the end of this session, the At the end of this session, the 

student will be able to:student will be able to:

� say they sat through this 
presentation

�Without overwhelming regrets.
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Special thanks to Maria PolisSpecial thanks to Maria Polis

Project Manager for this Project Manager for this 

conference!conference!
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New Clearinghouse StaffNew Clearinghouse Staff

Paul Bisceglia

Conference Coordinator
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Clearinghouse Advisory BoardClearinghouse Advisory Board

� Clearinghouse Advisory Board to meet 
February 15, 2005 at MDB

� Board recommendations from last year:

– Consider redundancy reduction

– Consider updating the minimum criteria

– Produce brochure for entire program
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Brochure has been developedBrochure has been developed
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Images are powerfulImages are powerful
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Breaker boys

Oyster shuckers
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Discussion is needed on good Discussion is needed on good 

and bad points of PowerPointand bad points of PowerPoint

It has taken over!
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Review of Test Data Indicates Conservatism Review of Test Data Indicates Conservatism 

for Tile Penetrationfor Tile Penetration

� The existing SOFI on tile test data used to create Crater was 
reviewed along with STS-87 Southwest Research data

– Crater overpredicted penetration of tile coating

significantly

� Initial penetration to described by normal velocity

– Varies with volume/mass of projectile (e.g. 200ft/sec for 3 
cu.in)

� Significant energy is required for the softer SOFI particle to 
penetrate the relatively hard tile coating

– Test results do show that it is possible at sufficient mass 
and velocity

� Conversely, once tile is penetrated SOFI can cause 
significant damage

– Minor variations in total energy (above penetration level) 
can cause significant tile damage

– Flight condition is significantly outside of test database

� Volume of ramp is 1920 cu in vs 3 cu in for test
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Partnerships updatePartnerships update

�Nanosafety

�DOE Topical

Committee

�DHS TRADE

�OSHA’s health and safety 
annex to NRP
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Questions?Questions?

Bruce Lippy, Ph.D, CIH, CSP

202.331.0060

Blippy@michaeldbaker.com


